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KARBONtek PPD – Diesel/Gas Engines 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 2 Pictures Above: Aluminum Diesel Heads Soaked in a PDD Bath 
Using a 1-1 Mix Ratio for 24 Hours 

Pictures Above: 3 Aluminum Heads from Diesel Engines – Uncleaned 
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2 Pictures Above: Aluminum Diesel Heads Soaked in a PDD Bath 
Using a 1-1 Mix Ratio for 24 Hours 

Left Picture: PDD Undiluted Sprayed on with 30 Minutes of Contact Time 

Right Picture: PDD Undiluted and Soaked for 30 Minutes 
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Pictures Above: PDD 1-1 Mix Ratio Spot Sprayed 
and Given 30 Minutes of Contact Time 

Picture Above: PDD 1-2 Mix Ratio Spot Sprayed 
and Given 30 Minutes of Contact Time 

 
 

 

 

DILUTION TESTING 
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Left Picture: Gas Engine Piston – 
Uncleaned 

Right Picture: Left Piston - 
Cleaned With 3 Sprays of PDD 
Undiluted and Brushed With a 

Paint Brush and Water 

Right Piston - Cleaned with 
Kerosene and Some Scraping 

and Brushing 
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Left Picture – Cast Iron Diesel Head Uncleaned 
Middle and Right Pictures Are a Cast Iron Diesel Head - Sprayed With PDD 

Undiluted and Given 30 Minutes of Contact Time 

KARBONtek PDD is a new and innovative, biodegradable, degreaser that dissolves petroleum 
products with previously unheard of speed and efficiency. PDD effectively removes grease, oil, ink, 
petroleum and soot from industrial surfaces while dissolving petroleum/paraffin into aqueous 
solution. This product may be used as packaged or diluted with water according to the project 
specifications for the cleaning of industrial vehicles, surfaces and infrastructure. This product is 
particularly efficient on dilution and dispersion of oil extraction products. Save hours of labour 
degreasing vehicles, machine parts, concrete pads, railcars, transit vehicles, industrial equipment 
and so much more. PDD is user friendly, has no toxic fumes and is easy to dispose of once diluted. 

 
Water based, the product can be easily applied directly to a surface and additional water can be 
added to help remove the soiling. KARBONtek applies well to large surfaces with a pressure 
washer. Apply product with low pressure first, agitate into soiling if needed, let stand 3-5 minutes, 
then use a high-pressure water rinse to remove. Reapply if any residual remains. 

For more information visit our website at www.ajmsolutions.ca or 
email info@ajmsolutions.com 

 
 
 
 

 
 
 
 
 


